
FRONT BUMPERS
TOWING, LIFTING

and STORAGE ISSUES

John Greible, Northeast Regional Sales Manager
Crimson Fire, Horseheads, NY

Pat Patton, Mid-Atlantic Sales Manager
Spartan Motor Chassis, Inc., Charlotte, MI



• Towing 
– Hook or Eye
– Frame
– Axle
– Tire
– Trailer

• Bumpers 
– Construction
– Design
– Capacity



OEM Guidelines

Tow eyes / hooks can be capable of 
towing an undamaged vehicle with a 
GVW up to 83,000 lbs, on a hard 
surface with up to a 10% grade.



Caution must be used if the vehicle is 
damaged, on a soft surface, mired, or the 
grade is over 10%. 

These are all factors that will impact the 
force required to move the vehicle.



Users Manuals



Flat Tow



Hook & Eye



Frame Towing







Lift and Tow Brackets



Frame Fork Attachments

Cross Bar Fork

Fork Adapters
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Axle Connection



Tire Lift



Tire Lift



Tire Lift





23,000 Front 





Safety

• Drive Shaft
– Removed 
– Tied up
– Mark

• Rear Signals
• Brakes





Landoll Corporation 

• Up to 100,000 lbs capacity
• 24’ deck
• Detachable 

trailer



Landoll Corporation 





Proper Safety Chains





Today

• Shop
– Expert

• Educate
– Front and rear live weights
– Tank
– Measurements

• WB, set backs, height and widths 

• Test 


